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ORIGINAL
DRAWN BY: DATE:

C

DWG. SIZE

CHECKED BY:

MAT'L SPEC.:

DATE:

TITLE

REV

SHEET 1  OF  1

DWG. NO.:
XX ±.015  XXX ± .005  FRACTIONS  1/32±  ANGLES ±1°

ALL DIMENSIONS ARE IN INCHES AND ALL TOLERANCES ARE

ALL DIMENSIONS ARE AFTER FINISH OR PLATING

06/12/2013

RELEASED FOR PRODUCTION

72103
PERPENDICULARITY/PARALLELISM/FLATNESS .003 TOTAL

AS FOLLOWS UNLESS OTHERWISE SPECIFIED

 .005 TOTAL
859

WIRING DIAGRAM LABEL

ASEE NOTES

KSpiratos

DIAMETERS ON A COMMON AXIS  
K.S.

NOTES:
LABEL MUST MEET REQUIREMENTS OF UL-969 MARKING AND1.
LABELING SYSTEMS (PGDQ2).
MATERIAL:  P-258S-2 Mil WHITE POLYESTER2.
                    PRESSURE- SENSITIVE ADHENSIVE BACKING 3M 344 GRADE

3. LETTERING:   COLOR : BLACK, STYLE1 - FONT
HEIGHT : .046" AND .065"
LETTERING TO BE CENTERED ON LABEL

4. FINISHING: 1 Mil CLEAR POLYESTER LAMINATION
5. WIRING DIAGRAM NEED TO BE A CLASS IV LABEL.
6. DO NOT USE DRAWING AS ARTWORK.   


